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constitutes the broad assortment of products offered by Power Equipment Company.

For a full product offering please see our web portals listed below.

www.peconet.com
www.burnerparts.com

http://www.peconet.com/products/schlumberger.htm
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RatioMatic Air 
Heating Burner

ThermJet Burners
ThermJet Burners represent a technological
leap forward in every area of
design and performance that counts.
ω ¢ƘŜǊƳWŜǘ Ƙŀǎ ǘƘŜ ƘƛƎƘŜǎǘ ƻǇŜǊŀǘƛƴƎ ǾŜƭƻŎƛǘȅ ƻŦ ŀƴȅ ōǳǊƴŜǊ ŀǾŀƛƭŀōƭŜΦ
ω /ƻƳǇŀǊƛǎƻƴ ǘŜǎǘǎ ǿƛǘƘ ŎƻƳǇŜǘƛǘƛǾŜ ƳƻŘŜƭǎ ǇǊƻǾŜ ¢ƘŜǊƳWŜǘ ŘŜƭƛǾŜǊǎ ǘƘŜ ƭƻǿŜǎǘ ŜƳƛǎǎƛƻƴǎΦ
ω LƴǘŜƎǊŀǘŜŘ Ǝŀǎ ŀƴŘ ŀƛǊ ƻǊƛŦƛŎŜǎ ǎƛƳǇƭƛŦȅ ōǳǊƴŜǊ ǇƛǇƛƴƎΣ ǎŜǘ-up and adjustment.
ω !ƛǊ ŀƴŘ Ǝŀǎ ƛƴƭŜǘǎ ŀǊŜ ƛƴŘŜǇŜƴŘŜƴǘƭȅ ŀŘƧǳǎǘŀōƭŜ ƛƴ фл° increments to suit a variety of piping alternatives.
ω LƴǎǘŀƭƭŀǘƛƻƴΣ ƻǇŜǊŀǘƛƻƴΣ ŀƴŘ ƳŀƛƴǘŜƴŀƴŎŜ ŀǊŜ ǎƛƳǇƭƛŦƛŜŘ ŀƴŘ ƭŜǎǎ ŎƻǎǘƭȅΦ
ω aŀŘŜ ǘƻ ƭŀǎǘΧǊǳƎƎŜŘ 9ŎƭƛǇǎŜ /ƻƳōǳǎǘƛƻƴ ŘŜǇŜƴŘŀōƛƭƛǘȅ ŀƴŘ ǊŜƭƛŀōƛƭƛǘȅ ŀǊŜ ōǳƛƭǘ ƛƴΦ
ω !ǾŀƛƭŀōƭŜ ƛƴ ŦƻǳǊǘŜŜƴ ǎƛȊŜǎ ǿƛǘƘ ƳŀȄƛƳǳƳ ŎŀǇŀŎƛǘƛŜǎ ŦǊƻƳ мрлΣллл .ǘǳκƘǊΦ ǘƻ нлΣлллΣллл .ǘǳκƘǊΦ !ƭƭ ƳƻŘŜƭǎ 
are available for use with preheated combustion air, see Bulletin 206C.

AirHeat
Simple, long-lasting operation plus much lower CO emissions than other competitive air heating burners.
Eclipse AirHeat Burners are line type burners ideal for generating volume of clean, hot air. Applications 
include oven, dryers, fume incinerators, and similar industrial equipment.
All models feature an integral combustion air blower mounted on the burner's steel case. By supplying the 
correct air volume and pressure to the burner, the blower allows stable operation over a wide range of duct 
velocities without installing a profile plate around the burner. The burner can also be ordered without a 
blower for use in reticulating air applications.

AirHeat

ThermJet Burners

RatioMatic 
Compare these user-preferred features of RatioMatic to any competitive model:
ω wŀǘƛƻ ǊŜƎǳƭŀǘƻǊ ŀǳǘƻƳŀǘƛŎŀƭƭȅ ŎƻƳǇŜƴǎŀǘŜǎ ŦƻǊ ŎƘŀƴƎŜǎ ƛƴ ƻǇŜǊŀǘƛƴƎ ŎƻƴŘƛǘƛƻƴǎ ǘƘŀǘ Ŏŀƴ ǳǇǎŜǘ ǘƘŜ ŀƛǊκƎŀǎ 
ratio in competitive linked valve systems.
ω ¢ǳǊƴŘƻǿƴ ǊŀƴƎŜ ƻŦ ǳǇ ǘƻ мллΥмΦ
ω 5ƛǊŜŎǘ-drive air butterfly eliminates linkages which can slip or jam during operation.
ω Cŀǎǘ-mixing nozzle provides clean stable flame at all firing rates and releases heat into the chamber, not the 
oven wall.

http://www.eclipsenet.com/products/products.aspx?pid=159499


PRA Actuator

Protectofier 6642 By Protection Controls Inc.

Modularized Multi-Burner Control Time Proven Plug-in Solid State FLAME-PAK Amplifier Plug-in, 
Interchangeable Relays Plug-in Power Transformer Flame Rod and/or Ultra-Violet Sensing. 
Independent or simultaneously using same FLAME-PAK Amplifier. 

Programmable Rotary Actuator (PRA)

The Eclipse Programmable Rotary Actuator is a keypad programmable, direct coupled, modulating 
motor for use in burner and valve control systems. It is typically used with an electronic control to 
regulate a process temperature. The drive shaft of the actuator connects to a butterfly valve stem, 
which rotates 90 degrees from minimum to maximum position.

Burner Sequence 
Controller Veri-Flame

Eclipse Modulation Veri-Flame 

Burner Sequence Controller Veri-Flame single Monitoring Systems is a product manufactured by 
Eclipse Combustion India Ltd. The product Burner Sequence Controller Veri-Flame single Monitoring 
Systems controls the start-up sequence and monitors the flame of single gas, oil or combination gas/oil 
burners. There are three different models of the Burner Sequence Controller Veri-Flame single 
Monitoring Systems available: No purge, Purge and Modulation. Each model of the Burner Sequence 
Controller Veri-Flame single Monitoring Systems features field selectable trial for ignition [TFI]. Each 
model is also available for use with four types of flame sensor that include: Ultraviolet [UV], Self-check 
UV, Infrared [IR] and Solid State UV/IR, Flame Rod. 

Protectofier 6642ς
Combustion Safeguards



AA-A2-6 Differential 
Pressure Switch

AA-A2-6 differential pressure switches are suitable for making and/or breaking a circuit when the medium 
pressure changes relative to the set point. AA-A2-сΧ ǾŜǊǎƛƻƴǎ ŦŜŀǘǳǊŜ bt¢ ǘƘǊŜŀŘŜŘ ŎƻƴƴŜŎǘƛƻƴǎ ǘƘŀǘ ŀƭǎƻ 
include a test button in the lower housing.

Differential pressure monitoring in firing, ventilation and air-conditioning systems. The AA-!нΧ Ŏŀƴ ōŜ ǳǎŜŘ 
as a pressure, vacuum or differential pressure switch for air and non-aggressive gases. Not suitable for 
natural gas, propane, butane and other combustable gases.

GAO-A4 GAS PRESSURE 
SWITCH 

The GAO-A4 ventlesspressure switches are adjustable pressure switches for automatic burner controls. A4 
pressure switches are suitable for making and/or breaking a circuit when the medium pressure changes 
relative to the set point. The set point can be set in the field by an adjustable dial with an integrated scale. 
Test nipple integrated in metal housing to verify set point.

The GAO-, GMH-, and GML-!пΧ ǇǊŜǎǎǳǊŜ ǎǿƛǘŎƘ ƛǎ ǊŜŎƻƳƳŜƴŘŜŘ ŦƻǊ ƛƴŘǳǎǘǊƛŀƭ ŀƴŘ ŎƻƳƳŜǊŎƛŀƭ ƘŜŀǘƛƴƎΣ 
ventilation and air-conditioning systems. 

The GAO-, GMH-, and GML-!пΧ ǇǊŜǎǎǳǊŜ ǎǿƛǘŎƘ ƛǎ ǎǳƛǘŀōƭŜ ŦƻǊ ƴŀǘǳǊŀƭ ƎŀǎΣ ǇǊƻǇŀƴŜΣ ōǳǘŀƴŜΣ ŀƛǊ ŀƴŘ ƻǘƘŜǊ 
inert gases. Suitable for up to 0.1% by volume,
dry H2S.

DUNGS Dual Modular 
Valve (DMV-DLE)

The DUNGS Dual Multi-Valve (DMV) combines two safety shutoff valves in one compact housing, 
which can be wired independently or in parallel. Valve 1 (V1) of the DMV-D and DMVDLE series is fast 
opening and fast closing. Valve 2 (V2) of the DMV-D is fast opening, while V2 of the DMV-DLE is slow-
opening for smoother light-off. Max. flow adjustment on V2 provides variable main flow on both 
models. 

The DUNGS DMV is recommended for industrial and commercial heating applications that require two 
safety shutoff valves. The DMV Dual Multi-Valve
is suitable for natural gas, propane,
butane, air and other inert gases. 



LFL Flame Safeguards

LFL and LAL burner controls
Siemens LFL and LAL burner controls provide burner sequencing and flame monitoring for the 
supervision of individual gas, oil, or dual fueled burners. With an incomparable record for safety and 
reliability, the economical LFL continues to be one of the most popular, globally approved flame 
safeguard controls.
24 terminals provide the functionality of high-priced competitive products
Built-in flame amplifier for both UV scanner or flame rod for the LFL
Various timings available to meet application requirements
Globally approved - cULus, FM, CSA, CE

SKP15 Actuators

SKP15 actuators
SKP15 actuators provide gas safety shutoff control. 
Safety shut-off control
Optional NEMA 4 protection
Quick connect wiring terminals
Visual position indicator
Low 13.5 VA power consumption
Optional Proof-of-Closure (POC) over-travel switch
Optional auxiliary switch

SKP Gas Valve Actuators

SKP Series electro-hydraulic actuators
All of the SKP Series electro-hydraulic actuators can be used in combination with any VG Series gas 
valve. This modular approach creates a matrix of valve combinations, allowing manufacturers to meet 
varied capacity and pressure regulation requirements with minimal inventory.
ÅSKP Actuators fit all valve sizes from ½" to 6"
ÅVisual stroke position indicator 
ÅOptional proof-of-closure over travel switch 
ÅOptional auxiliary position switches 

http://www.peconet.com/products/SiemensBulletins/SiemensTech.htm
http://www.peconet.com/products/SiemensBulletins/SiemensTech.htm
http://www.peconet.com/products/SiemensBulletins/SiemensTech.htm


!v¦!±!Lw9ϰ ±ŜǊǘƛŎŀƭ 
Gas Fired Waterbath LPG 

Vaporizer

Algas-SDI AQUAVAIRE vaporizers set the industry standard with their proven long-term reliability in 
all weather conditions. These rugged, but refined, gas fired waterbath vaporizers take the beating of 
continuous or occasional use whether it be at an industrial facility or at a ski resort in the mountains. 
Eclipse Combustion industrial duty fixed air forced draft power burner provides optimum exhaust 
stack temperatures and fast response to load changes. 
Cold-weather start feature eliminates liquid at burner 
Water circulation pump eliminates thermal stratification and maximizes efficiency. 
Built-in heavy ends separation chamber prevents clogging of downstream devices. 
Minimum waterbath volume provides lower initial cost to fill/start-up vaporizer. Lowest emissions in 
industry for vaporizer capacity. 
Lower operating temperature results in less glycol boil off and less maintenance. 

Direct Fired LPG 
Vaporizer

As its name implies, a Direct Fired vaporizer uses direct flame to vaporize liquid LPG inside a heat 
exchanger. Requiring no electricity, the Direct Fired vaporizer utilizes LPG itself as its source of energy 
and provides a constant supply of LPG, regardless of the LPG composition. Its durable and safe design 
make it perfect for any number of agricultural and industrial applications, including animal 
confinement, crop drying, construction heating, manufacturing processes and many more.
Algas-SDI's line of Direct Fired vaporizers is designed and constructed to withstand the harshest of 
conditions. The units include time tested and proven components and a heavy gauge, powder coated 
steel cabinet, making them exceptionally rugged and ready for all conditions and applications. 

½Laa9wϰ 9ƭŜŎǘǊƛŎ [tD 
Vaporizer

The ZIMMER's Patented design incorporates breakthrough technology never before seen in the LP-Gas 
industry. By departing form the status quo, Algas-SDI has created a product that is simple, reliable and 
affordable. You no longer have to make a choice between high quality and low price. With the ZIMMER 
you can have both!
Applications include commercial, light industrial, mobile, and high-end residential. Commercial and 
industrial users will benefit from smaller space dedicated to LPG facilities, consistent pressure and 
combustion when used with LPG, and trouble free fuel supply day-in and day-out. 

http://www.algas-sdi.com/vaporizers.html?
http://www.algas-sdi.com/vaporizers.html?
http://www.algas-sdi.com/vaporizers.html?


B34-R Gas Pressure Regulator 

B34 service regulator
The B34 service regulator is a versatile, large diaphragm-controlled regulator designed for 
commercial and industrial loads. The B34 maintains accurate regulation on applications where 
frequent sudden load changes can occur. Rugged construction enables the basic B34 model to cover 
applications with outlet pressures of Inches W.C. through 5 PSIG by merely changing adjustment 
springs. Capacity 10000 scfh, operating pressure inches wc- 5 psi 

B31R Gas Pressure Regulator

B31R Gas Pressure Regulator
The B31R Gas Pressure Regulator service regulator is a high-performance regulator with a large 
effective diaphragm area and powerful lever ratio. The B31 is designed to maintain accurate 
regulation over a wide range of flows on systems with extreme variations in inlet pressure and to 
deliver high capacities with very low inlet pressures. Typical applications include demanding 
residential services and light commercial services. Capacity 2500 scfh, operating pressure inches wc-
2 psi.

Actaris B42R Spring Loaded  
Valve Body Regulator

B42 Gas Pressure Regulator
While the model B42 Gas Pressure Regulator is more compact than traditional regulators, it was also 
designed to meet customer expectations for safety and long field life. The B42 is designed to 
consolidate product usage for both residential and light commercial applications. 

The B42 is a spring loaded self operated regulator with internal relief. The B42 features a molded 
diaphragm, 6:1 lever ratio and a 1'' vent. The benefit is a lighter more compact unit that provides the 
power, capacity and relief performance of larger regulators 

The B42R is the internal relief (R) version of the B42 Series. The large 1'' internal relief valve provides 
exceptional relief capacity.

http://www.peconet.com/products/schlumberger.htm


ROOTS® Meter with 
IMCW

Roots IMCW2
The IMCW2is the new line of integral volume correctors from Dresser Measurement. The product is 
available on Series B ROOTS® meters, sizes8C through 16M (G16 to G250). The new IMCW/2 
measures live pressure and temperature to calculate corrected volume, includes super 
compressibility calculations (SGERG 88/AGA 8 Gross Characterization Method) and data/ audit 
logging functions. The pressure transducer and temperature RTD are mounted inside the meter 
enclosure, therefore the possibility of tampering with these sensors is reduced. There is an additional 
cost savings as external temperature and pressure connections are not required. In addition to the 
LCD, the accessory unit also has a back up mechanical counter, which offers a lower cost option to 
instrument drive mounted correctors.

Solid State Pulser

ROOTS® Solid State Pulser
The ROOTS® Solid State Pulser mounts directly to a CTR/TC Unit, generating low frequency pulses 
which represent volumetric information necessary for remote data collection units.Solid state 
construction eliminates mechanical switches and ensures maximum reliability. No battery and no 
maintenance are required. 

Series B3 Meters 8C 
through 16M

Series B3 meters
Series B3 meters are designed to provide accurate gas measurement over widely fluctuating flow, 
pressure, and temperature conditions. For further versatility, the five smallest meter sizes (8C through 
оaύ ƘŀǾŜ нέ όрл ƳƳύ ŦƭŀƴƎŜŘ ŎƻƴƴŜŎǘƛƻƴǎ ŀƴŘ ŀ с-оκпέ όмтм ƳƳύ ŦƭŀƴƎŜ-to-flange dimension. If 
application requirements change, this unique, cost-effective feature allows a quick and easy meter 
exchange without the need to re-pipe the meter set.
Features
Capacity ratings from 800 CFH to 56,000 CFH (22,6 m3/h to 1,585 m3/h)
Maximum operating pressure rating of 175 PSIG (12 Bar)
Models 8C through 5M are available with a 200 PSIG (13,8 Bar) rating upon request
Models 8C through 2M are available with a 1-мκнέ ƴƛǇǇƭŜŘ ŎƻƴƴŜŎǘƛƻƴǎ ǳǇƻƴ ǊŜǉǳŜǎǘ
Operating temperature range from -40°F to +140°F (-40°C to +60°C)



ER Recirculating Air 
Heater

ER Recirculating Air Heaters are designed for high thermal efficiency with high flows and high 
temperature lift, the ER Heater is a full package system that includes an Exothermics Heat 
Exchanger*, Eclipse burner, valve train and control panel. ER Heater systems offer design 
effectiveness levels as high as 90% net.

Excellent for clean air applications, the ER Packaged Indirect Fired Air Heater is another innovative 
thermal solution from Eclipse and EXO!

Air to Air Industrial 
Tubular heat exchanger

Exothermics Air to Air Industrial Tubular heat exchangers are heat recovery units that effectively 
reclaim heat from catalytic incinerators, furnaces, thermal oxidizers and many other high temperature 
process and environmental applications.
They help lower energy costs, easily and effectively control process air temperatures, and reclaim a 
fast return on investment.
No other company manufactures a more effective Tubular Heat Recuperatorthan Exothermics. Our 
units are installed in hundreds of sites around the world, and we are quickly becoming the preferred 
choice for high temperature heat recovery equipment.

Aluminum Air-to-Air 

The Exothermics Air to Air Industrial Aluminum Heat Exchanger is built to handle the toughest 
applications with ease. That's because it's constructed of the highest quality aluminum.

A single sheet of 0.040" non-embossed heavy gauge aluminum is stamped and welded to form a one 
piece heat transfer core featuring 1/2" wide plate spacing. The core is enclosed in an 8 gauge 
aluminum casing, complete with aluminum extrusions and angles for duct connections.

Its fixed plate, counter flow design allows for two segregated airstreams that flow through individual 
passages formed by the plates within the exchanger. The cold inlet air enters at the end where the 
exhaust air exits, and leaves at the end where the hot exhaust air enters. The plate separating the two 
airstreams acts as the heat transfer surface.



T-100-STN System-6 Side 
Tap Ball Valve 

System 6 ® Side tap,1/4 turn, lever operated, hot forged US brass ball valve. 100% full port. Blow-out 
proof two- LP GAS 125 DΦΦΦмκнέςнέ piece design. Made in Italy. 100% tested
Features
Pressure rating: 600 WOG / 150 WSP 
Double Viton® O-rings 
Replaces non-code saddle valves 
Forged brass body 
100% full port 
мκпέ ǎƛŘŜ  tap

T-100NE System-6 
{ǳǇŜǊ .ŀƭƭ ϰ Valve

System 6 ® SuperBallϰ - 1/4 turn, lever operated, hot forged brass ball valve. 100% full port. Blow-
out proof NSF 61-8 3/8έ-оκпέ two-piece design. Made in Italy. 100% tested.
Features
2 Viton® Stem O-rings 
Hostaflon® TFM-1600 Packing and Seats 
Ecological washed 
Solid TEA coated brass ball 
100% Full Port

ADD-A-VALVE 

The ADD-A-VALVE , Emergency shut off device for copper tubing eliminates 
shutdowns. Allows replacement of defective valve or 
installation of new valve on hot or cold water in 30 
minutes or less without shutting off water.
Specifications
Valve may be replaced or installed on hot (220°F/104°C) 
or cold water, H2O Glycol Systems, under pressure, 
from 0 to 250 PSI/17 bar Max., on type M, L & K, 
copper tube. 
Available ƛƴ ǎƛȄ ǎƛȊŜǎ ǊŀƴƎƛƴƎ ŦǊƻƳ мκнέ ǘƻ нέ 
Bottom cleanout cap serves as line tap 



SEAVIEW STRAINERS & 
FILTERS

Model 73 Bronze Cooling Water Service

FEATURES: IŀƴŘ ŎƭŀƳǇ ǊŜǉǳƛǊŜǎ ƴƻ ǎǇŜŎƛŀƭ ǘƻƻƭǎ ω !ŎŎŜǎǎƛōƭŜ ǎǿƛƴƎ ȅƻƪŜ ŎƭƻǎǳǊŜ ŦƻǊ Ŝŀǎȅ ōŀǎƪŜǘ 
ŎƭŜŀƴƛƴƎ ω aƻǳƴǘƛƴƎ ōǊŀŎƪŜǘ ǇǊƻǾƛŘŜŘ ω 5¦t[9· ah59[{ ω ±ŀƭǾŜ ƘŀƴŘƭŜ ǎƘƛŜƭŘǎ ǎƛŘŜ ƛƴ ǳǎŜ ω 
/ƻƴǘƛƴǳƻǳǎ Ŧƭƻǿ ǿƛǘƘƻǳǘ ƛƴǘŜǊǊǳǇǘƛƻƴ ŘǳǊƛƴƎ ŎƘŀƴƎŜƻǾŜǊ ω ¢ŀǇŜǊŜŘ ǾŀƭǾŜ ǇƭǳƎ ŦƻǊ ŘǳǊŀōƛƭƛǘȅ ω 
Interchangeable strainer, filter and double element baskets

SIMPLEX STRAINERS & 
FILTERS

Model 72 & 72H Series

FEATURES: IŀƴŘ ŎƭŀƳǇ ǊŜǉǳƛǊŜǎ ƴƻ ǘƻƻƭǎ ƻƴ ǎǘŀƴŘŀǊŘ ǇǊŜǎǎǳǊŜ ƳƻŘŜƭǎΦ ω ¢ƻǇ ŀŎŎŜǎǎ ǘƻ ōŀǎƪŜǘ ŦƻǊ 
Ŝŀǎȅ ŎƭŜŀƴƛƴƎΦ ω ¢ƘǊŜŀŘŜŘΣ ŦƭŀƴƎŜŘΣ ǿŜƭŘ-ŜƴŘΣ ƻǊ ǎǇŜŎƛŀƭ ǇƻǊǘǎ ŀǾŀƛƭŀōƭŜΦ ω 5Ǌŀƛƴ ŎƻƴƴŜŎǘƛƻƴ ƻƴ ōŀǎƪŜǘ 
ŎƘŀƳōŜǊΦ ω LƴǘŜǊŎƘŀƴƎŜŀōƭŜΣ ƭƻǿ Ŏƻǎǘ ǎǘǊŀƛƴŜǊΣ ŦƛƭǘŜǊ ŀƴŘ ŘƻǳōƭŜ ŜƭŜƳŜƴǘ ōŀǎƪŜǘǎΦ ω .ƻŘƛŜǎ ƛƴŘƛǾƛŘǳŀƭƭȅ 
ǇǊŜǎǎǳǊŜ ǘŜǎǘŜŘ ǘƻ ¦Φ[Φ ǎǇŜŎƛŦƛŎŀǘƛƻƴǎΦ ω {ǇǊƛƴƎ ƘŀƴŘƭŜ ƘƻƭŘǎ ōŀǎƪŜǘ ƻƴ ǎŜŀǘΦ

DUPLEX STRAINERS & 
FILTERS

Model 72 & 72H Series - Cast Iron - NPT Ports

FEATURES: IŀƴŘ ŎƭŀƳǇ ǊŜǉǳƛǊŜǎ ƴƻ ǎǇŜŎƛŀƭ ǘƻƻƭǎ ƻƴ ƭƻǿ ǇǊŜǎǎǳǊŜ ƳƻŘŜƭǎΦ ω ±ŀƭǾŜ ƘŀƴŘƭŜ ǎƘƛŜƭŘǎ ǎƛŘŜ ƛƴ 
ǳǎŜΦ ω !ŎŎŜǎǎƛōƭŜ ǎǿƛƴƎ ȅƻƪŜ ŎƭƻǎǳǊŜ ŦƻǊ Ŝŀǎȅ ōŀǎƪŜǘ ŎƭŜŀƴƛƴƎΦ ω /ƻƴǘƛƴǳƻǳǎ Ŧƭƻǿ ǿƛǘƘƻǳǘ ƛƴǘŜǊǊǳǇǘƛƻƴ 
ŘǳǊƛƴƎ ŎƘŀƴƎŜƻǾŜǊΦ ω ¢ŀǇŜǊŜŘ ǾŀƭǾŜ ǇƭǳƎ ŦƻǊ ŘǳǊŀōƛƭƛǘȅΦ ω 5Ǌŀƛƴ ŎƻƴƴŜŎǘƛƻƴǎ ƻƴ ŜŀŎƘ ōŀǎƪŜǘ ŎƘŀƳōŜǊΦ ω 
LƴǘŜǊŎƘŀƴƎŜŀōƭŜ ǎǘǊŀƛƴŜǊΣ ŦƛƭǘŜǊ ŀƴŘ ŘƻǳōƭŜ ŜƭŜƳŜƴǘ ōŀǎƪŜǘǎ ω .ƻŘƛŜǎ ƛƴŘƛǾƛŘǳŀƭƭȅ ǇǊŜǎǎǳǊŜ ǘŜǎǘŜŘ ǘƻ ¦Φ[Φ 
ǎǇŜŎƛŦƛŎŀǘƛƻƴǎ ω {ǇǊƛƴƎ ƘŀƴŘƭŜ ƘƻƭŘǎ ōŀǎƪŜǘ ƻƴ ǎŜŀǘ ω LƴŘŜǇŜƴŘŜƴǘ ƎƭŀƴŘ ŦƻǊ ŜȄǘŜǊƴŀƭ ǎǘŜƳ ǇŀŎƪƛƴƎ 
ŀŎŎŜǎǎΦ ω !ŘƧǳǎǘŀōƭŜ ƭƻŎƪƛƴƎ ŦƭŀƴƎŜ ŜǎǘŀōƭƛǎƘŜǎ ǾŀƭǾŜ ŎƭŜŀǊŀƴŎŜ ω aƻǳƴǘƛƴƎ ŦŜŜǘ ǇǊƻǾƛŘŜŘ



The HP Instalok Coupling

In 2003, H-P Metflo introduced the Lƴǎǘŀƭƻƪϰ /ƻǳǇƭƛƴƎ, the first major innovation in tube 
couplingtechnology in over 50 years. In addition to costing 20% less than its predecessor, the compression 
ŎƻǳǇƭƛƴƎΣ ǘƘŜ Lƴǎǘŀƭƻƪϰ ƻŦŦŜǊǎ ǘƘŜ ŦƻƭƭƻǿƛƴƎ ŀŘǾŀƴǘŀƎŜǎΥ .ŜǘǘŜǊ ƻǾŜǊŀƭƭ ǎȅǎǘŜƳ ǇŜǊŦƻǊƳŀƴŎŜΥ {ƛƴŎŜ ǘƘŜ 
Lƴǎǘŀƭƻƪϰ ǳǎŜǎ ŀƴ h-ǊƛƴƎ ǎŜŀƭ ƛƴǎǘŜŀŘ ƻŦ ŀ ƎŀǎƪŜǘΣ ǘƘŜǊŜΩǎ ŀ ōŜǘǘŜǊ ǎŜŀƭ ƛƴ ōƻǘƘ ǾŀŎǳǳƳ ŀƴŘ ǇǊŜǎǎǳǊŜ 
applications. The use of O-rings alsoeliminates the possibility ofwater seepage into outdoor 
material/vacuum lines.[Ŝǎǎ Řǳǎǘ ŀƴŘ ŦƛƴŜǎ ƎŜƴŜǊŀǘƛƻƴ ƛƴ ǇƭŀǎǘƛŎ ǇǊƻŎŜǎǎƛƴƎ ŀǇǇƭƛŎŀǘƛƻƴǎΥ ¢ƘŜ Lƴǎǘŀƭƻƪϰ ƛǎ 
ŘŜǎƛƎƴŜŘ ǘƻ ŀǳǘƻƳŀǘƛŎŀƭƭȅ ŀƭƛƎƴ ǘǳōŜ ŜƴŘǎΣ ǎƻ ǘƘŜǊŜΩǎ ƭŜǎǎ ƻŦ ŀƴ ƻǇǇƻǊǘǳƴƛǘȅ ŦƻǊ ǇŜƭƭŜǘ ǎƘŜŀǊΦ 

Vacuum 

H-P aŜǘŦƭƻΩǎIndustrial Vacuum and Duct Component lines compliment each other to provide the largest 
selection of tubing and duct components available for vacuum system applications.
The Industrial Vacuum line offers tube sizes ranging from 2.125" OD through 14" OD. Tube bends in this 
product line range from 1.75" to 72" centerline radius. Our tubing and bends selection is available in 
carbon, stainless steel, aluminum, or galvanized steel.
As a subset to our Industrial Vacuum Line, the Duct Components lineprovides rolled lip duct in diameters 
from 3" to 22" and flanged duct from 3" to 48."
Our primary markets served are:
Agriculture, Grain Handling, Textiles, Pulp & Paper, Food Processing, Recycling, Packaging, Electronics, 
Chemical Processing, and Metal Fabricating & Welding.

Pneumatic 

H-P Metflo Pneumaticis the industry leader in the manufacture and supply of tubing, bends, fittings, and 
couplings for pneumatic conveying applications. 
This product line offers tubing componentsfrom 1.5" OD to 10" OD, and pipe components from 1" NPS to 
8" NPS. Our tube bending capabilities range from 1.75" to 72" center line radius, and our pipe bending 
capabilities range from 5" to 72" center line radius. In addition to producing the traditional compression 
ŎƻǳǇƭƛƴƎΣ ǘƘŜ tƴŜǳƳŀǘƛŎ /ƻƴǾŜȅƛƴƎ ǇǊƻŘǳŎǘ ƭƛƴŜ ƛǎ ǘƘŜ ƘƻƳŜ ƻŦ ǘƘŜ ƛƴƴƻǾŀǘƛǾŜ Lƴǎǘŀƭƻƪϰ /ƻǳǇƭƛƴƎΦFor 
ƳƻǊŜ ƛƴŦƻǊƳŀǘƛƻƴ ƻƴ ǘƘŜ Lƴǎǘŀƭƻƪϰ /ƻǳǇƭƛƴƎΣ ǇƭŜŀǎŜ Ǿƛǎƛǘ ƻǳǊ w9{h¦w/9{ ǇŀƎŜΦ
Our primary markets served are:Plastics processing, food processing, agriculture/grain handling, chemical 
processing, cement, mining, and power generation.
Applications that utilize our tubing components include:
Railcar/truck unloading systems, silo/storage systems, material distribution systems, ingredient-mixing 
systems, regrind systems, small part conveying systems, and portable conveyors.



Adjustable 
Duct

Automatic Blast Gates

All blast gates are equiptedwith 'postiveaction' air cylindersinsuring that the blast gates are 
completely opened and completely closed. Two cylinders are used on blast gates 10" and larger. The 
cylinders require 90 psi.Solenoids control the air flow. The solenoids are activated when a switch or a 
machine is activated.Solenoids are available in 120V AC, 24 or 12V DC.Solenoidscan be wired 
directly into a switch, a relay on a PLC. K&B also offers a current sensing relay that clamps around one 
leg of the power and triggers the solenoid when current is flowing. 

THE FOREVER CLAMP

This, THE FOREVER CLAMP, expanded line of clamp-together duct is designed for quick installation and 
easy system modification, and it is now supported with free 3-D design software to ensure system 
performance and easy installation. Assembled with the lifetime-guaranteed Forever Clamp, the duct is 
available in galvanized or stainless steel in 1-in.-diam increments from 3 to 24 in., with accessories 
such as in-line mist accumulators, industrial-grade blast gates, swiveling ball joints, sweeps, hoods, and 
all other components required for a total system. Clamp-together duct is well-suited to virtually any 
negative-pressure ventilation system up to 40-in. water gauge with entrained dust, sand, fumes, mist, 
smoke, chips, trim scrap, etc. Higher pressures can be accommodated on request

олɝ !ŘƧǳǎǘŀōƭŜ {ƭŜŜǾŜǎ !ƴŘ {ƭŜŜǾŜ !ǎǎŜƳōƭƛŜǎ
In some cases a longer sleeve is needed to provide for more adjustment. The long adjustable sleeve 
ƛǎ олɝ ƭƻƴƎ ŀƴŘ Ŏŀƴ ǇǊƻǾƛŘŜ ŀǎ ƳǳŎƘ ŀǎ нсɝ ƻŦ ŀŘƧǳǎǘƳŜƴǘΦ ¢Ƙƛǎ ƛǎ ǇŀǊǘƛŎǳƭŀǊƭȅ ǳǎŜŦǳƭ ǿƘŜǊŜ ŜȄŀŎǘ
measurements are not known in advance. Sleeve Assemblies can be provided from the factory 
ŎƻƴǎƛǎǘƛƴƎ ƻŦ ŀ олɝ ƭƻƴƎ ǎƭŜŜǾŜΣ ŀ ŎƭŀƳǇΣ h-ǊƛƴƎ ŀƴŘ олɝ ƻŦ ǇƛǇŜΦ ¢ƘŜǎŜ ŀǎǎŜƳōƭƛŜǎ ǊŜǉǳƛǊŜ ƴƻ 
additional cutting and can be shipped directly to the customer to eliminate the need for field fitting.



36" Direct drive portable 
round white fan on a 
oscillation assembly,

Direct drive portable round white fan on a portable oscillation assembly

The Schaefer patented Versa-Koolmobile oscillating fan has high CFM/watt efficiency. The fan 
oscillates at 90 degree arc, fan head tilts up or down. Fan pivots on sealed tapered pre-lubed roller 
bearing. The fan housing is made of a rugged high molecular polyethylene. Quiet operation. 1/2 hp, 
220-240 volt, 50 Hz.

100,000 BTUH, direct spark, 
ignition, natural gas heater

100,000 BTUH, direct spark, ignition, natural gas heater

CŜŀǘǳǊŜǎΥ ω CŀŎǘƻǊȅ ǇǊŜǿƛǊŜŘΣ ǇǊŜǇƛǇŜŘ ŀƴŘ ǘŜǎǘŜŘΦ ω hǇŜǊŀǘŜ ƻƴ ƴŀǘǳǊŀƭ ƻǊ ǇǊƻǇŀƴŜ Ǝŀǎ ω CƭŜȄƛōƭŜ 
ƛƴǇǳǘǎ ŦǊƻƳ олΣллл ǘƻ нллΣллл .¢¦IΦ ω Lƴǎǘŀƴǘ hbΣ Lƴǎǘŀƴǘ hCC ƻǇŜǊŀǘƛƻƴΦ ω wŜŀŎƘ Ŧǳƭƭ ƛƴǘŜƴǎƛǘȅ 
ǘŜƳǇŜǊŀǘǳǊŜ ǿƛǘƘƛƴ ол ǎŜŎƻƴŘǎΦ ω bƻ ƴŜŜŘ ŦƻǊ ŘƛǊŜŎǘ ǾŜƴǘƛƴƎΦ ω млл҈ ǎŀŦŜǘȅ ǎƘǳǘƻŦŦ ŀǾŀƛƭŀōƭŜΦ ω 
tŀǘŜƴǘŜŘ ŎŜǊŀƳƛŎ ōǳǊƴŜǊΦ ω {ŜŀƳƭŜǎǎ ƴƻ-ǿŜƭŘ ŎƻƴǎǘǊǳŎǘƛƻƴΦ ω /ƻƳǇŀŎǘΣ ƳƻŘǳƭŀǊ ŘŜǎƛƎƴ ǿƛǘƘ ƴƻ 
ƳƻǾƛƴƎ ǇŀǊǘǎΦ ω /{! LƴǘŜǊƴŀǘƛƻƴŀƭ ό!D!κ/D!ύ 5ŜǎƛƎƴ /ŜǊǘƛŦƛŜŘΦ

36" Belt drive exhaust fan in 
box housing, 6-wing blade, 

Belt drive exhaust fan in box housing

Features:
ω мп ǘƻ му ƎŀǳƎŜ ƎŀƭǾŀƴƛȊŜŘ ƳŀǘŜǊƛŀƭǎΦ
ω IŜŀǾȅ-duty, totally enclosed, maintenance free, and energy efficient motors.
ω о ƻǊ с ǿƛƴƎ ƎŀƭǾŀƴƛȊŜŘ ōƭŀŘŜǎ ŘŜǇŜƴŘƛƴƎ ƻƴ ƳƻŘŜƭΦ
ω DǊŜŀǎŀōƭŜ Ŏŀǎǘ ƛǊƻƴ Ǉƛƭƭƻǿ ōƭƻŎƪ ōŜŀǊƛƴƎǎΦ
ω !ǳǘƻƳŀǘƛŎ ōŜƭǘ ǘŜƴǎƛƻƴŜǊǎΦ
ω !ƭǳƳƛƴǳƳ ǎƘǳǘǘŜǊǎΦ
ω !ƭƭ ƳƻŘŜƭǎ ƘŀǾŜ ǎǘŀƴŘŀǊŘ ƘŀǊŘǿŀǊŜ ŎƭƻǘƘΦ h{I! ƎǳŀǊŘ ƻǇǘƛƻƴǎ ŀǾŀƛƭŀōƭŜΦ
ω tŜǊŦƻǊƳŀƴŎŜǎ Ŏŀƴ ǾŀǊȅΦ tŜǊŦƻǊƳŀƴŎŜǎ ŀǘ Φлр ǎǘŀǘƛŎ ǇǊŜǎǎǳǊŜΦ 



The Aleco Energy-Saving 
WŜǘ{ǘǊŜŀƳϰ!ƛǊCurtain 

The Aleco WŜǘ{ǘǊŜŀƳϰ!ƛǊCurtain produces a high-speed air barrier, dividing areas into two 
independent temperature zones. Levels of interior air conditioning/ heating are maintained, 
increasing comfort and saving energy.
Prevents loss of cool or warm air
Steel cabinet with durable beige baked enamel finish or stainless steel
Dust and insect-control
Protects against entry of smoke and noxious fumes
!ǾŀƛƭŀōƭŜ ƛƴ осέΣ пнέΣ пуέ ŀƴŘ слέ ƳƻŘŜƭǎ

Aleco Impact Doors

Aleco Impact Doors are Designed to be Durable and Attractive
Aleco offers a full line of swinging impact doors, including clear, rigid and flexible doors suitable for 
forklift or pedestrian traffic. Aleco impact door designs include PVC or ABS impact panels in a variety 
of colors and sizes for industrial, office, and food serviceenvironments. Click on the link below to find 
your impact swing door by features or application.

Strip Door System

Strip Doors by Aleco®setworld standards for clarity, quality and innovation.
!ƭŜŎƻΩǎ ŜȄŎƭǳǎƛǾŜ {ǘǊƛǇ 5ƻƻǊ {ȅǎǘŜƳ ƛƴŎƭǳŘŜǎ ǎŜǾŜǊŀƭ ǇŀǘŜƴǘǎ ƛƴΥ aŀȄ.ǳƭƭŜǘ®Mounting Hardware and 
Clear-Flex II®PVC Strips. 
Faster
Our patented MaxBullet®strip door mounting hardware has revolutionized the way strip doors are 
installed. Once the MaxBullet® hardware is attached to a door frame, no tools are required to attach 
the strips. Initial door installation is 75 percent faster; pvcstrip replacement is 90 percent faster. 
Cleaner
AlecosClear-Flex II®PVC Strips help you create a cleaner and more efficient work environment.
Prevent movement of dust and other contaminants from one area to another.
Save energy by minimizing loss of heated or cooled air at unprotected openings.
Reduce noise by creating a sound barrier between areas

http://www.aleco.com/industrial-products.html
http://www.aleco.com/food-service.html
http://www.aleco.com/stripdoors/mounting/maxbullet.html
http://www.aleco.com/stripdoors/mounting/maxbullet.html
http://www.aleco.com/stripdoors/pvc-strips.html


UltraSoft Diamond-Plate

UltraSoft Diamond-Plate
UltraSoft Diamond-Plate mats and matting provides unparalleled comfort, resulting in enhanced 
employee productivity and morale. 
ÅUltraSofts ultimate comfort and long-term performance make everyone happy. 
ÅIts double-thick Nitricell sponge base is a PVC loaded with Nitrile rubber for exceptional comfort, 
rebound and long life. 
ÅDesigned for heavy-use areas, the popular, high-tech diamond-plate surface resists abrasion and 
most chemical spills and is available with colored borders for maximum safety awareness. 
ÅAll edges safety beveled. 
ÅColors: Black (BK), Black w/ Yellow Borders (BYL), Gray (GY), Black w/ Chevron Borders (CHV).

Food Production Mat

Food Production Mat
The first mat designed specifically for the food production and manufacturing industries. 
Its specially formulated anti-bacterial Nitrile rubber composite is designed to withstand solutions 
used in a wide variety of food processing environments: vegetable oils, animal fats, citrus, and fish oil. 
Five key features: 
1) passes ASTM G21-96 (2002), the test used by NSF to determine resistance to microorganisms. It is 
100% anti-microbial. Test results are available upon request. 
2) built-in handles to ease pick-up and cleaning of the mats. 
3) hygienic porthole and solid underside design of the mat simplify cleaning and virtually eliminates 
areas where food can collect. 
4) substantial underside knobs allow quick drainage and increase the comfort level of the mat. 
5) flat, but textured surface increases traction when greasy and wet.

Diamond-Plate Military 
Switchboard

Diamond-Plate
Diamond-Plate Military Switchboard Mats are non-conductive and meet the strict military standard 
15562-F Amend. 3, Type III. 
Perfect for use around high voltage apparatus and in heavily trafficked areas, the diamond-plate 
pattern offers additional traction and abrasion resistance.


